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Abstract—

Context Today'’s virtual reality systems show huge leaps in audio-visual immersion over the last decade, but lack a depth of
interaction with other senses. Recent works have identified haptic engagement of sensations (like vibrations, balance and heaviness) is
possible, but their software control and rendering has not yet been fully explored.

Aims The aim of this project is to investigate the extent to which we can generate such feedback using recently identified gyroscopic
torque effects on head mounted displays. We aim to assess how the algorithmic control of this rendering modality can utilise
sequences of simple actuations to enhance and guide the user’s perception of the virtual environments they are in, as well as the value

such haptic engines add to the user experience.

Method We achieve this by augmenting a virtual reality headset to include two motor-driven discs, which induce a controllable
gyroscopic torque on the wearer’s head. We then present four torque rendering algorithms and design appropriate environments to
reflect the capabilities of these effects. These algorithms integrate together in a rendering pipeline architecture.

Results We develop a device capable of producing net gyroscopic torques up to 0.23 Nm on the user’s head. At least 75% of our
users were always found to experience a form of resistance matching that rendered algorithmically. All our participants showed a
noticeably different exploration profile when haptic rendering was turned on, and we were successfully able to guide users attention to
specific objects in the environment by rendering resistive torques. Power consumption and noise levels were both lower than similar

works in the field.

Conclusion Haptic feedback is a very appropriate modality for virtual reality systems, and torque based haptics have been
demonstrated to render natural sensations other technologies cannot. A software control over this recent feat of hardware unlocks a

new dimension of interactive functionality.

Index Terms—Force feedback, Haptic rendering, Kinaesthetic devices, Virtual reality

1 INTRODUCTION

IRTUAL Reality (VR) is a high-end user-computer in-
Vterface that involves real-time simulation and inter-
actions through multiple sensory channels (Burdeau and
Coiffet 2003). It is motivated by the immersion of the user
into an environment designed to mimic the experiences of
a synthetic reality for the user, by rendering appropriate
stimuli to the user’s senses. This work investigates the
use of rotational inertia from gyroscopic torques on a VR
headset as a means of haptic feedback to augment the VR
experience.

1.1 Background and Motivation

The first ideas of what would later be called VR systems
were developed by Ivan Sutherland in 1963 (Sutcliffe 2003).
He envisioned a human-computer interaction (HCI) sys-
tem that supplied information to “as many senses as pos-
sible” (Sutherland 1965). The schematics over recent years
have remained vastly unchanged, with most commercial
VR devices embodying a Head Mounted Display (HMD)
with eyepieces for stereoscopic visual stimulation to either
eye (Desai et al. 2014). Over the decades, various paradigms

have emerged to characterise the essence and end goal of
VR as field. Burdea had distilled the main motivation of this
subject into the 3 I's: Immersion-Interaction-Imagination,
and hardware advancements should aim to heighten the
users’ experience of all three (Burdea 1993).

In the pursuit of a synthetic reality, the fields of VR and
HCI have made strides in hardware for visual and auditory
immersion. Modern VR systems typically rely on a com-
bination of near-eye displays with compact Fresnel lenses
and stereophonic audio to immerse the user visually and
acoustically within the environment. While such systems are
capable of fabricating an experience of an alternate reality
much better than the technologies from a couple decades
ago (Aas 2012), studies have long shown that forms of hap-
tic engagement can effectively enrich this experience and
successfully be used as a means of communication (Brown,
Brewster, and Purchase 2005). It should come as no surprise
that after the success in visual and auditory engagement,
haptics are the next natural step forward in the roadmap of
Burdea’s 3 I's.

Another key factor driving the development and need of
haptics is an authentic ‘metaverse’ experience. A metaverse
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— a term first used in Neal Stephenson’s 1992 novel ‘Snow
Crash’ to describe an online environment where users could
socialise, be entertained and even conduct business (On-
drejka 2004) — by definition demands extensive levels of
realism, complexity and most importantly modality to re-
flect Burdea’s 3 I's to an unprecedented extent. This is
backed by the wealth of research into the psychological
effects (Aas 2012) and HCI challenges (Brooks 1999) that
stem from virtual worlds. The need for haptic engagement
in this regard has been long recognised in academia, and
has recently began becoming adopted by several industries
in this sector (see section 2).

Having established the evident need and relevance of
haptics for the progress of VR and HCI, it is worth intro-
ducing what biological stimuli characterise haptic feedback.
Haptic originates from the Greek word ‘Haptikos’ for the
sensation of touch or physical contact. These stimuli rely
on receptors in the human body on organs that can also ma-
nipulate the world - giving haptic technologies the unique
advantage of being an intuitive input and output device.
In fact, Gibson even went as far as to compare the act of
active touching to a tactile equivalent of ocular scanning for
vision (Gibson 1962).

While haptics have classically been divided into two sub-
categories: tactile and kinaesthetic haptics (G. Kim 2005),
recent developments in the field have distinguished a third
sub-category: proprioceptive haptics (Sherman and Craig
2018), each outlined as follows:

1)  Tactile: Haptics perceived via sensors residing in the
skin and relays information regarding more refined
and dynamic pressure information (Juo et al. 2020).

2) Kinaesthetic: Haptics that rely on mechanoreceptors
in the muscle tendons to detect information regard-
ing resistance and tension (Juo et al. 2020).

3)  Proprioceptive: Haptics that transduce a force that
provides a sense of limb movement and muscular
resistance (Jerald 2016).

Tactile haptics relies on the cutaneous mechanoreceptors
on our skin, as they are sensitive to both short term and long
term changes in mechanical pressure - for example vibra-
tional feedback and surface contact respectively (Lederman
and Klatzky 2009). This allows this modality to be capable
of sending information about both events (like most modern
haptic devices for notifications etc.) and textures, roughness
or smoothness of a surface.

Kinaesthesia on the other hand relies on the percep-
tion of movement and strain from muscles, tendons and
joints (Sherman and Craig 2018), and should not be con-
fused with proprioception which stems from our awareness
of relative positions of body parts - e.g. being able to point at
your nose with your eyes closed. While most implementa-
tions of kinaesthetic haptics have been used for actions like
limb movements and grasping, historically not much work
has been done in the development of kinaesthetic haptics
beyond the limbs and torso joints. This is because generating
kinaesthetic feedback for regions like the head would also
affect perceptions of balance and orientation by the user’s
vestibular system (Khan and Chang 2013), however our
work views this as an advantage, if controlled and applied
correctly. It has become commonplace to implement tactile

2

haptics in the arm and hand region, which is understand-
able for tactile haptics given the high mean thresholds of
2-point touch (i.e the minimum distance your skin is able to
distinguish two points from eachother by touch) and point
localisation thresholds (the body’s resolution of a point of
touch) identified early on in the literature (see Fig 1).
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Fig. 1. The variation in two-point touch and point-localisation thresholds
across the human body (Lederman 1991).

However, the industry seems to have adopted this same
positioning practice from tactile haptics for kinesthetic hap-
tics without exactly questioning why - especially given the
distribution of gliding joints over the body in regions like
the wrists, ankles and, in this work, the neck and head.
This gap in the haptic feedback technology market has only
recently been questioned and explored by devices which we
will cover in sub-section 2.3.

Although the human nervous system naturally handles
combinations of tactile and kinaesthetic inputs in its day-to-
day functioning (even for something as simple as holding
an object), modern VR systems rarely combine the two. For
example, commercial haptics have existed since the 2000’s
video game controllers, but until recently, they have only
been restricted to vibro-tactile feedback (Willumsen and
Jacevic 2019).

Furthermore, as highlighted by Delazio et al.’s research
into tactile feedback jackets for the torso, many modern
haptics fail to deliver distributed and sustained forces (De-
lazio et al. 2018). Limiting haptic technology to just vi-
brations would tremendously narrow down the number
of real world experiences a wearable haptic can simulate.
Hence, the combination of these two forms of haptics may
create a depth of immersion unprecedented in commercial
HMDs (Sherman and Craig 2018) and would heighten the
perception of the 3 I's of VR (Burdea 1993).

In fact, during a Keynote in 2015, Oculus chief scientist
Michael Abarsh addressed the core role of haptics for in-
teractions with any environment, however such modalities
were absent in any Oculus headset as Abarsh deemed the
technology to still be in an “embryonic” stage (Oculus 2015).

It is this rising traction and adoption of HMDs that fos-
tered a new breed of haptic technologies: inertia and torque
based haptics, in particular those involving flywheels. This
was first demonstrated by Gugenheimer et al. in their 2016
paper where they debut GyroVR, an Oculus Rift DK2 head-
set augmented with rotating discs capable of generating
resistance to head and neck motion through gyroscopic
effects (Gugenheimer et al. 2016). This inspired a host of
other works for HMDs exploring this novel implementation
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of the lesser explored kinaesthtic and proprioceptive hap-
tics, which shall be discussed in the next section. Similarly,
GyroVR had motivated the implementation of gyroscopic
torque actuation in this work, and served as a foundation
for our software developments to maximise the potential
this form of haptic rendering has to offer.

Across all the sectors VR has trickled into over the
last few decades, first time users engaging with the novel
experience quickly realise and appreciate the true scope and
depth of immersion of VR. While VR apps can connect
people across the globe and allow users to live through
a lifetime of varied experiences in a matter of minutes, it
becomes quickly apparent that visual and auditory technol-
ogy is not enough for an application to truly capture the
user with Burdea’s three I's . The need for a more realistic
VR experienece coupled with new haptic technologies still
in their infancy provided amenable grounds for this work
to investigate their use with commercial headsets, like the
Oculus Rift S.

1.2 Research Question and Objectives

Having established the motivation for haptic technologies
and the trajectory of VR, we are well-equipped to reason
a research question: To what extent can torque-based haptics
feasibly add value to the VR Experience? This question suc-
cinctly lends itself to a set of objectives that we tackle in
this work, through a combination of hardware and software
implementations

Our first objective is to implement and study the use of
wearable haptics beyond the standard vibrational feedback
that is ubiquitous in everyday devices, i.e. looking at ki-
naesthetic haptics in particular. Over the last few years, an
increasing number of papers have been implementing this
through inertia-based technology, which rely on convincing
your sense of balance (handled by your body’s vestibular
system (Lawson and Riecke 2014)) that the reality your
body is seeing and hearing is also the one it is experi-
encing in terms of balance and spatial orientation. While
other head-based inertial haptic engines will be outlined
in the next subsection, GyroVR formed the basis for our
work and prompted this research question to extends to
an algorithmic challenge. Any investigation into the use
of inertia-based haptics to add value to the VR experience
would require a well understood implementation on both
the hardware and software fronts that both tackle this gap
in the field and creates useful stimuli to the body, which this
work delivers.

The next objective is to investigate the versatility of such
implementations. Modern haptic devices often have just a
single purpose: like outputting a vibrational actuation at a
given response. However, as previously mentioned, most of
our day to day experiences are a combination of the different
types of haptic sensations covered in the last two sections.
Thus, we consider the use of software to algorithmically
control a single hardware implementation to produce a
multitude of the haptics outlined in the last section. Given
the trajectory of VR from the last sub-section, haptic engage-
ment is a problem that would need to be solved, and this
work investigates software-based techniques of efficiently
achieving this.
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Like most research into VR and HCI, our research ques-
tion is very user-centric. So substantially gauging whether
our haptic rendering has added value to the user experi-
ences demands us to aim to design feedback-appropriate
environments and pursue a comprehensive study and anal-
ysis of the user behaviour and response when subjected to
our haptic rendering engine and algorithms. We aim to use
these metrics and motifs of human perception of torques
and inertial resistances in natural interactions to guide our
development, analysis and, most importantly, evaluation
of the performance of how haptic rendering framework in
enriching the VR experience.

1.3 Achievements and Contributions

We first developed a rendering device mounted onto an
Oculus Rift S that uses a single axis motor to render gy-
roscopic torques. Once we were able to run this haptic
engine and detect perceivable gyroscopic torques, we then
upgraded it to a two axis system since this would give
greater software dexterity, control and freedom for the ren-
dering and pipelining segment of our project, along with a
wider variety of effects.

These include the software advancements we made to
render a multitude of haptic effects through a total of 3
implemented algorithms and 1 further proposed algorithm.
This was achieved through our development of a haptic
rendering pipeline, built on top of Unity and as a software
framework on our Arduino microcontroller. These effects
were then suitably enhanced using three VR environments:
a beach with a coastal breeze, a museum rendering an
artefact on display and a rocky planet with falling meteors.

We were able to successfully meet all our objectives and
get a better understanding of the scope of inertia torque
based haptic feedback on the VR experiences, taking us a
step further in the direction of our research question with
both quantitative and qualitative results. We measured the
impact of these effects through technical studies and user
trials, gaining metrics we can use to compare with the
sparse range of devices in this recent but niche section of the
literature. We were able to render a torque that users could
perceive in no less than 75% of our trials. Furthermore,
the haptic rendering of resistance showed a statistically
significant shift in the user exploration profile for the same
environment across all users in our participant pool, with
haptic rendering resistance inducing an increasingly Gaus-
sian exploration distribution.

Finally, we were able to establish that haptic rendering
can in fact be used in VR systems to a much larger extent
than that portrayed in today’s literature, through the use
of clever algorithms and a rendering pipeline and software
development framework, that will one day reach the same
level of robustness as that of audio-visual rendering in
computer graphics and acoustics.

2 RELATED WORK

There have been a host of wearable implementations in
recent years from both academia and industry that strive
to enrich the VR experience by engaging more senses.
Wearable devices are characterized as light-weight sensor-
based devices worn close to or on the skin’s surface to
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detect, analyse and transmit information on internal and
external variables to another device (Diiking et al. 2016).
Consequently, they have an inherent advantage for incorpo-
rating haptic technologies - both tactile and kinaesthetic. The
unique predisposition of such an implementation paradigm
lends itself well to today’s challenges in realistic VR. Ac-
cordingly, there has been a wealth of related investigations
and literature on the hardware and software accomplishing
these various implementations. This section aims to provide
a broad overview of these technologies before narrowing in
on implementations that share characteristics and function-
ality with this work (i.e. head-mounted and/or gyroscopic
haptics).

Much like haptic technologies, wearable devices have
been gaining increasing popularity over the last few
decades in terms of both price-appeal and satisfaction lev-
els (Kaewkannate and S. Kim 2016), particularly with smart-
phone integration. Additionally, the several industries out-
side of VR - including medicine (Haghi, Thurow, and Stoll
2017), fitness (Henriksen et al. 2018) , finance (Borowski-
Beszta and Polasik 2020) - have already began to appreciate
and utilise the versatility and practicality of wearable tech-
nologies even up to the commercial level.

2.1

The expansion in ubiquity of wearable devices coupled with
the rise and necessity of haptics for advancements in VR
has created the ideal environment to foster developments of
novel wearable haptics in the last few decades of academic
and industrial research. Early implementations of wearable
haptic devices were built around the hands or forearms,
which makes sense given the dexterity and sensitivity of
human mechanoreceptors (see Fig. 1). This included the
PHANTOM haptic interface (Massie, Salisbury, et al. 1994),
which has been regarded as one of the first investigations
into the mechanics and feasibility of tactile haptic feedback.
As depicted in Fig 2 (left), the PHANTOM consisted of
a thimble housing a force interface capable of tracking
fingertip motion and rendering forces that were interpreted
as convincing tactile experiences by the user. Similarly,
the Rutgers Master II, (see Fig 2 (middle)) was a compact
glove capable of providing resistances to finger motions -
arguably being one of the first examples of proprioceptive
and resistive feedback (Bouzit et al. 2002)!

Wearabale Haptic Feedback

Fig. 2. The evolution of early handheld haptic devices that render
resistances. Left to Right: PHANTOM (Massie, Salisbury, et al. 1994),
Rutgers Master Il (Bouzit et al. 2002), NormalTouch(Benko et al. 2016)

Besides these examples pioneering HCI and VR, the
recent boom in wearable technology to engage users fur-
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ther corroborates the aforementioned ideal environment for
haptic development. Technologies like the NormalTouch and
TextureTouch (Benko et al. 2016) prove the extent of high
fidelity 3D tactile haptic rendering using actuated pins
(shown in Fig 2 (right), albeit with certain drawbacks in
wearability. On the other hand, works like Delazio et al.’s
previously mentioned Force Jacket deliver pneumatically-
actuated airbags and force sensors, along with the necessary
force control algorithms to provide both high-frequency
vibro-tactile responses as well as directed pressure to the
torso (Delazio et al. 2018). Such creative academic ventures
in the literature have historically been vital as they go on to
inspire, verify and even aid the endorsement and funding of
similar ventures in the industry, such as HaptX, a hardware
manufacturing startup committed to bringing the haptic
feedback glove experience to the consumer (Needleman
2018).

Wearable technology as a whole has been thriving over
the last decade, and it is this creativity and exploration that
has given rise to the category of wearable haptic devices that
forms the crux of this work. We shall explore this promising
field next.

2.2 Gyroscopic Haptics

Research into gyroscopic haptic rendering has histori-
cally been much more sparse than, say, vibrational tech-
nology. Consequently, their commercial adoption is less
widespread.

The GyroCube is a palmtop ungrounded torque rendering
device which is not ‘'wearable” in the sense that it attaches
onto the user’s body, but is a cube grasped in the user’s
hand (Sakai, Fukui, and Nakamura 2003). The cube itself
houses three rotating brass discs and their associated mo-
tors, capable of generating a net angular momentum in any
direction in 3D space. Sakai, Fukui, and Nakamura found
that the minimum torque a user could sense from their
palm was approximately 0:02 Nm, and the work had strong
potential for haptic navigation systems.

Similarly, the TorqueScreen used gyroscopic actuators to
impart angular momentum into metal flywheels (Murer
et al. 2015). Instead of attaching onto the user’s body, the
device was fixed onto handheld devices such as smart-
phones or tablets, as pictured in Fig 3 (left). This came
with the added advantage of integrating with the handheld
devices own inertial measurement unit (IMU) to render
ungrounded kinaesthetic feedback for on-screen events with

flywheel rotation axis

gimbal axis

Fig. 3. Examples of gyroscopic haptic rendering: TorqueScreen (left)
taken from Murer et al., and Thor's Hammer (right) taken from Heo et al.
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low latency. Such integration with existing commercial de-
vices is becoming increasingly commonplace, as we had
previously mentioned with GyroVR, and relates well to
the head-tracking developments in this work that we shall
describe in subsection 3.3. Walker et al.’s paper on haptic
guidance systems uses 2 double gimbal control moment
gyroscopes for ungrounded kinaesthetic feedback, again
with flywheel rotations (Walker et al. 2017). The build of this
device allowed for integration with handheld controllers
used by all major VR headset manufacturers as well as scope
for increased software functionality through the successful
rendering of asymmetric impulsive moments. The paper
found a 99:3% success rate in users correctly identifying
the direction of rendered torque. Users were also able to
proprioceptively align orientations rendered with less than
7:5 error. These promising results for guidance systems re-
inforce and corroborate speculative use cases from previous
works like GyroCube.

A more recent example of gyroscopic haptics adding
value and engagement to the VR experience is Thor’s Ham-
mer. This ungrounded device, shown in Fig 3 (right), is
capable of generating both force feedback as well as gy-
roscopic effects using a triple axis propeller system along
with electro-muscular stimulation (Heo et al. 2018). This
hardware concept embodying a combination of force and
torque feedback was used to render flowing water, tension
and even reaction forces to interactions of the hammer with
the virtual environment. Heo et al. even went as far as to
designing a simple force control application programming
interface (API) on Unity to actuate forces, which inspired
much of the software undertakings and explorations used
to investigate torque-based feedback in this work.

Besides implemntations, a significant amount of work
has been done in the litertaure looking into the theoretical
analysis of the mechanics and pre-requisites for gyroscopic
haptic rendering. A recent work by Tremblay-Bugeaud,
Laliberté, and Gosselin investigated the theoretical and ex-
perimental generation of rotational inertia using 3 masses
in a gyroscopic structure (Tremblay-Bugeaud, Laliberté, and
Gosselin 2020). While a Newtonian analysis revealed theo-
retical feasibility, the work comments that the bulk of the
challenges emerges from implementation hurdles that make
it difficult for the software to communicate without drifting
away from the theoretical framework.

2.3 Head-Mounted Implementations

This subset of haptic rendering strongly holds modern
relevance as much of commercial VR is centered around
HMDs. In fact, inertia-based kinaesthetic haptics for VR was
first published for head-mounted implementations (Gugen-
heimer et al. 2016). Since inertia based haptics form the heart
of this work, visiting recent achievements in this sector is
worthwile and guided much of the direction this project
pursued and challenges we tackled.

GyroVR first demonstrated kinaesthetic feedback for VR
use cases such as flying, diving, first person shooter games
and motion in lowered gravitational fields (Gugenheimer
et al. 2016). Gugenheimer et al. found the same hardware
implementation to work well with a range of algorithmic
controls in multiple 3D Unity environments. The feedback
itself was rendered through overclocked hard drive disks
attached to an Oculus Rift DK2 headset, as well as a modular
version that could be attached to most regions of the body.
The paper revealed the device provided the best effects of
immersion with the head with users reportedly being able
to sense gyroscopic feedback but unable to discern the axis
of rotation. These insights guided the foundational premise
this work investigated and furthered. Notably, participants
in Gugenheimer et al.’s study showed no significant change
in simulator sickness levels with haptic rendering on or
off, with participants reporting in-game vection and loose
fastening of the headset as the main causes of any fatigue
or sickness. Kabuto was another work that soon emerged
after GyroVR that also used flywheels to actuate kinaesthtic
haptic rendering, but at different orientations and a more
symmetric arrangement as shown in Fig 4 (Tanichi et al.
2020). However, by incorporating an additional mechanical
braking mechanism using servo motors, the device was able
to create the impression of impulsive events such as colli-
sions on the head. Kabuto also had one of the largest sample
sizes of participants in this section of the literature (with
over 100 people trying it at a demonstration), and Tanichi
et al. consistently observed a more aggressive upper body
movement in users when haptic rendering was switched on.

The advancements of GyroVR in this area of inertia
based haptics motivated the recent Odin’s Helmet, a 4 head-
mounted propellers system capable of creating forces on the
head to manipulate a user’s vestibular system’s perception
of orientation, balance and acceleration (Hoppe et al. 2021).

Fig. 4. Recent head-mounted disc-based gyroscopic haptic devices. Left to Right: GyroVR single axis, GyroVR ftriple axis from Gugenheimer et al.
2016, Kabuto from Tanichi et al. 2020 and Odin’s Helmet from Hoppe et al. 2021.
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Each motor seen in Fig 4 was able to safely generate up
to 3:5 N of force on the head. Not only did Hoppe et al.
conduct a detailed study into the rendering of g-forces
on the human head during VR experiences, but the paper
(much like other works in this sector) proclaimed the utility
of such kinaesthetic feedback for guidance systems.

Head mounted implementations have been gaining no-
toriety in the literature but are yet to be seen in industry
as they are still in their research and development infancy:
all works agree that their implementations can render haptic
stimuli for VR experiences, but are currently noticeably loud
and awkward looking.

These works all show a consistent trend of building
upon each other’s scope of gyroscopic feedback through
hardware advancements such as more motors and electrical
components, but not much research or development has
been done into software control and functionality. Most soft-
ware frameworks for haptic rendering in the literature are
minimal and their algorithmic rendering capabilities show
little evidence of keeping up with the pace of hardware
development. In this work, we hope to shift this paradigm of
haptic rendering. We aim to present how it can be enhanced
like the other VR modalities have over the last few decades
by introducing a framework for a haptic rendering pipeline
that renders varied haptic effects from a relatively simple
hardware implementation.

3 SOLUTION

We propose and implement RHaplor, a solution in the
direction of tackling the disparity in engagement between
audio-visual and haptic rendering by incorporating both
vibrational and kinaesthetic feedback into VR using a ro-
tational inertia-based HMD augmentation that utilises an
algorithmic control of gyroscopic torques. RHapTor is com-
prised of hardware and software developments to achieve
this heightened sense of immersion, whose design and
implementation we shall describe in this section.

Our solution is inspired by the findings of Gugenheimer
et al.’s GyroVR, which was the first to exploit the per-
ception of gyroscopic torques on the head as a rendering
stimulus (Gugenheimer et al. 2016). Our work then builds
on Gugenheimer et al. by using recent advancements in
the field of haptic rendering and an investigation into the
optimal hardware and software functionalities that add the
most value to the VR experiences.

3.1 Actuation Concept

Like how objects moving through space carry a certain
amount of (linear) momentum with them, a disc rotating
about an axis carries an angular momentum denoted by the
vector L,

L=11; (1)

where ! is the disc’s angular velocity vector, whose direc-
tion is given by the right hand rule. | is the moment of
inertia tensor for the disc about the origin in Fig 5. Again,
similar to how Newton’s second law tells us how a force is
required to change the linear momentum to an object, it’s
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Fig. 5. Addition and control of net angular momentum, user applied
torque and gyroscopic torque for haptic rendering to the user’s head,
as they perform a rotation about the y-axis. Right handed Cartesian
coordinate system used for reference with x, y, z axes corresponding to
pitch, yaw and roll respectively.

rotational analogue delineates how a torque,
the angular momentum of an object,

, can change

t2
L=

151

(Hdt: @)

In our case, the torque is provided by the motor and
is varied algorithmically with time, t, to produce an an-
gular momentum vector suitable for our haptic rendering
requirements. This idea and analysis of a disc’s angular
momentum, albeit deceptively theoretical, is important to
our solution since all head rotations by the user involves
the user’s cervical muscles generating their own torque
to change this angular momentum, L, and in doing so
experience a gyroscopic torque, ¢.This g isa consequence
of the rotational analogue of Newton's first law: i.e. our
spinning disc tends to keep spinning unless acted upon by
an external torque: the user’s head rotation (Gugenheimer
et al. 2016). We can relate this resistance inducing ¢ that
the user would work against, to the users own head rotation
torque, ! yser, as follows,

g = Yuser Lnet = Yuser (Ifront ¥ront + lside ¥sice); (3)

where is the vector cross product ( : R® R3 A R3)
and Tyser K user in Fig 5. This is perceived by the user’s
vestibular system as a resistance to the user’s motion and
can be used in appropriate scenarios to render the right
stimulus to accompany a VR event. The human vestibular
system consists of two otolith organs: the utricle and the
saccule, which detect motion in the horizontal and vertical
planes respectively (Khan and Chang 2013). Our actuation
concept uses ideas of exploiting the vestibular system as a
sensation interface (Maeda et al. 2005), and relies on the use
of gyroscopic torques to impede motions such motions and
hence make the otolith organs perceive a different sense of
rotation than what it would expect from the torque the neck
muscles applied. Like most works in this research area, we
aim to subject the otolith organ to a kinaesthtic stimulus that
matches the auditory and visual stimuli rendered to the eyes
and ears respectively.

By using a front and a side motor with their axes
perpendicular to eachother, we have an orthogonal bases






